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AMENDMENTS TO THE CI AIMS 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Listing of Claims: 

1 (Currently Amended)_A telephone dialing method for call 

completion comprising: 
allowing a su bscriber to enter a default dialing prefix: 
storing the defaul t dialing prefix in EEPROM: 
allowing the subscriber to ini tiate a dial string on the telep hone 
network: 

Monitoring monitoring and storing [[a]] the subscriber initiated dial 
string[[, and]] contempora neously with the allowing the subscriber to initiate the 
dial string on the telephone network : 

D e termining determining whether the subscriber initiated dial string is 
incomplete, and has a required number of inco m plete digits related to a number 
of digits of the de fault dialing prefix, the determining being done 
contemporaneously with the allowing the user to initiate a dial strin p on the 
telephone network : 

inhibiting furt her processing until a next call if the user initiated dial 
string was determi ned to be unequal to foe required number of incomplete 
digits: 

Allowin g the subscriber initiated dial s tring to be plaoed on the telephon e 
n e twork without furth e r int e rv e ntion if the aubsoribcr initiated dial string is 
complete, and; 

Parsing parsing together [[a]] the default dialing prefix stored in 
EEPROM and the subscriber initiated dial string only if the subscriber 
initiated dial string [[is incomplete]] was determined to have the req uired 
number of incomplete digits relat ed to the number of digits of the default 
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dialing prefix wherein a complete telephone number with the default 
dialing prefix is created[[, and]]; 

effecting at least one hnn V switch flash to achieve telephone ling 
interruption if the user initiated dial string was determined to hav$ fl y 
required number of incomplete digi ts related to the nu m ber of digits of the 
default dialing prefix: and. 

fikfceiflg placing, subsequent to effecti ng the at lea ? t one hook switch flash 
the complete telephone number, which comprises the default dialing prefix and the 
subscriber initiated dial string, on the telephone network for call completion. 



2. (Previously Presented) The method of Claim 1 wherein the monitoring 
further comprises listening for DTMF data representing the subscriber initiated dial string. 



3. (Previously Presented) The method of Claim 2 wherein the storing 
further comprises storing only the DTMF data that occurs before timing out of the 
monitoring. 

4. (Currently Amended) The method of Claim 3 wherein the determining 
further comprises subtracting a first number of digits captured in the subscriber initiated 
dial string from a pre-determined number wherein if the result is equal to a second number 
of digi ts representing the number of digits contained in the default dialing prefix, then the 
subscriber initiated dial string [[is]] has the required number of incomplete digits . 

5. (Previously Presented) The method of Claim 1 wherein the parsing 
further comprises adding a caller id block code. 

6. (Previously Presented) The method of Claim 1 wherein the parsing 
further comprises adding a caller id send code. 



7, (Previously Presented) The method of Claim 1 wherein the parsing 
further comprises adding a 1+ dial code. 



Claim 8 (Canceled) 
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9. (Currently Amended) In an apparatus for telephone call completion, the 
apparatus for telephone call completion comprising a computing device, a program storage 
device readable by machine, tangibly embodying a program of instructions executable by 
the machine to perform method steps for call completion, said method steps comprising: 

allowing a su bscriber to enter a default dialing prefix: 
storing the default dialing prefix in EEPROM: 

allowing the subscriber to i nitiate a dial string on the telephone network- 
f[M]]monitoring and storing [[a]] thg subscriber initiated dial string[[, 

and]]; 

[[D]]determining whether the subscriber initiated dial string is 
m oompl o t o , and a required number of incomplete digits related to a number of 
digits of the default dialing prefix, t he step of determining beinp done 
contemporaneously with the step of allowing the user to initiate a dial string on 
the telephone network : 

A llowing th e subscrib e r initiat e d dial string to be placed on the te lephone 
n e twork without furth e r intervention if th e subscrib e r in i tiated dial string is 
complete, and; 

inh ibiting further processing until a next call if the user initiated dial 
string was determined to be une qual to the required number of incomplete digits: 

Parsing parsing together [fa]] the default dialin g prefix stored in 
EEPROM and the subscriber initiated dial string only if the subscriber 
initiated dial string is incomplete was determined to have the req uired 
number of incomplet e digits related to the number o f digi ts of the default 
dialing prefix, wherein a complete telephone number with the default 
dialing prefix is created[[, and]]; 

effecting at least one hook switch flash to achieve telephone line 
interruption if th e user initiated dial string was determined to have the 
required number of incomplete digits related to the number of digits of the 
default cj ialing prefix: and 
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Pteewg placing, subsequent t o the step of eflectinp the at least one 
hook switch flash, the complete telephone number, which comprises the default dialing 
prefix and the subscriber initiated dial string, on the telephone network for call completion. 

10. (Previously Presented) The method of Claim 9 wherein the monitoring 
further comprises listening forDTMF data representing the subscriber initiated dial string. 

11. (Previously Presented) The method of Claim 10 wherein the storing 
further comprises storing only the DTMF data that occurs before timing out of the 
monitoring. 

12. (Currently Amended) The method of Claim 1 1 wherein the 
determining further comprises subtracting a first number of digits captured in the 
subscriber initiated dial string from a pre-determined number wherein if the result is equal 
to a second number of digits representing the number of digits contained in the default dial 
prefix, then the subscriber initiated dial string [[is]] has the required number of incomplete 
digits . 

13. (Previously Presented) The method of Claim 9 wherein the parsing 
further comprises adding a caller id block code. 

J 4. (Previously Presented) The method of Claim 9 wherein the parsing 
further comprises adding a caller id send code. 

15. (Previously Presented) The method of Claim 9 wherein the parsing 
further comprises adding a 1 + dial code. 

16. (Canceled) 

17. (Currently Amended) An apparatus for telephone call completion, comprising: 

means for allowing a user to define a default dialing 
prefix[[, and]], 

means for notifying the user of the default dialing 
prefix[[, and]]; 

means for allowing the subscriber to initiate a dial 
string on the telephone network; 

means for monitoring and storing a subscriber initiated 
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dial string[[, and]]; 

means for determining contemporaneously with the 
subscriber initiating a dial string on the telep h one network 
whether the subscriber initiated dial string is incomplete, and has 
acquired number of incom plete digits related to a number nf 
digits of the d efault dialing prefi x: 

means for inhibiting further processing until a next 
Call if the user initiate d dial strinp was determined to be unequal to the required 
number of incomplete digits; 

m e ans for al l owing tho subscriber initiated dial atring to be 
placed on the t e lephon e n e twork without further in t e rv e ntion if the 
subscrib e r initiated dial string in complete, and, 

means for parsing together the default dialing prefix 
and the subscriber initiated dial string only if the subscriber 
initiated dial string io incomplete was determined to have the 

required number of incomplete digits related to the number of dig its 

of the default dialing prefix, wherein a complete 

telephone number with the default dialing prefix is created[[, 

and]]; 

means for effecting at least one hook switch flash 
before placing the complete telephone number, which 
comprises the default dial prefix and the subscriber initiated 
dial string, on the telephone network for call completion. 

1 8. (Previously Presented) The apparatus of Claim 17 wherein the 
means for determining further comprises means for subtracting a first 
number of digits captured in the subscriber initiated dial string from a pre- 
determined number wherein if the result is equal to a second number of 
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digits representing the number of digits contained in the default dial prefix, 
then the subscriber initiated dial string is incomplete. 

19. (Previously Presented) The apparatus of Claim 17 wherein the 
means foT parsing further comprises means for adding a caller id block code, 

20. (Previously Presented) The apparatus of Claim 17 wherein the 
means for parsing further comprises means for adding a caller id send code. 

21. (Previously Presented) The apparatus of Claim 17 wherein the 
means for parsing further comprises means for adding a 1+ dial code. 

22. (Canceled) 
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